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LUPUS

l RISKOF ELECTRIC SHOCK 6
® DO NOT OPEN

CAUTION: TO REDUCE THE RISK OF
ELECTRIC SHOCK, DO NOT REMOVE
COVER (OR BACK). NO USER SERVICEABLE
PARTS INSIDE. REFER SERVICING TO
QUALIFIED SERVICE PERSONNEL.

This symbol is intended to alert the user to the presence of unprotected “Dangerous voltage"

within the product's enclosure that may be strong enough to cause a risk of electric shock.

This symbol is intended to alert the user to the presence of important operating and

maintenance (servicing) instructions in the literature accompanying the appliance.

WARNING

TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN
OR MOISTURE.

NOTE: This equipment has been tested and found to comply with the limits for a class digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference when the equipment is operated in a commercial environment. This
equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in
accordance with the instruction manual, may cause harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference in which
case the user will be required to correct the interference at ones own expense.

Disposal of Old Electrical & Electronic Equipment (Applicable in the European

mmmmm Union and other European countries with separate collection systems)

This symbol on the product or on its packaging indicates that this product shall not be treated as household
waste. Instead it shall be handed over to the applicable collection point for the recycling of electrical and
electronic equipment. By ensuring this product is disposed of correctly, you will help prevent potential
negative consequences for the environment and human health, which could otherwise be caused by

inappropriate waste handling of this product. The recycling of materials will help to conserve natural resources.

For more detailed information about recycling of this product, please contact your local city office, your
household waste disposal service or the shop where you purchased the product.
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Trademarks: LUPUS-Electronics is a registered trademark. Other trademarks or registered trademarks are
the property of their respective owners.

Copyright Statement: No part of this publication or documentation accompanying this product may be
reproduced in any form or by any means or used to make any derivative such as translation, transformation,
or adaptation without permission from LUPUS-Electronics GmbH. Contents are subject to change without
prior notice. Copyright 2010 by LUPUS-Electronics GmbH. All rights reserved.

This product contains software which fall under Open Source Licenses (GPL)

This product includes software code developed by third parties, including software code subject to the GNU
General Public License (GPL) or GNU Lesser General Public License (LGPL). As applicable, the terms of the
GPL and LGPL, and information on obtaining access to the GPL Code and LGPL Code used in this product,
are available to you at LUPUS-Electronics or their website. The GPL Code and LGPL Code used in this
product is distributed WITHOUT ANY WARRANTY and is subject to the copyrights of one or more authors.
For details, see the GPL Code and LGPL Code for this product and the terms of the GPL and LGPL.

You may copy and distribute verbatim copies of the Program's source code as you receive it, in any medium,
provided that you conspicuously and appropriately publish on each copy an appropriate copyright notice and
disclaimer of warranty; keep intact all the notices that refer to this License and to the absence of any warranty;
and give any other recipients of the Program a copy of this License along with the Program.

The complete license can be found via: http://www.gnu.org/licenses/gpl.html

All the safety and operating instructions must be read before the unit is operated.

e Make sure to switch the power off before you install the DVR.

e There is the danger of an electric shock if the DVR is opened by an unqualified service
engineer or installer.

e Avoid using the DVR outside of the reference temperature and humidity indicated in the
specification.

e Avoid exposing the DVR to violent movement or vibration.

e Do notuse or store the DVR in direct sunlight or near to any source of heat.

e Do not place any object into the holes used for air circulation.

e Always use the DVR in a well ventilated location to prevent overheating.

e Risk of explosion if battery is replaced by an incorrect type.

e Dispose of used batteries according to the instructions.

HSITONA



TABLE OF CONTENTS

(O g T 1 1= A o A I ] SO 1
Chapter 2 SCOPE OF DELIVERY ...ooiiiiiiiiiiiite ittt ettt s amt e e s antb e e s st e e e s anbbe e e s anbbeeeeantbeeesanses 2
(O g T 011 A N U ST Vo 1= TR SO 3
G0 I (o a1 0= U 1= o T ) £ o | OO PPERPR 3
3.2 REaAr PANEl CONNECLOIS ... .oeiiitiiiiiie ittt ettt ettt e st se e e n et e b e e s e e nnne e nnreeennes 4
3.3 REMOLE CONIOL ...ttt s e b e e s e st e se e e e re e e bn e e s e e nrneennreeennes 5
KR T TN Y o] i o PP TSP PR PRSP 7
SV 1 2 oo OSSR 8
3.4, 1 NEIWOIK CONLIOL.....eeiiiiiiiie ittt ea e e se e e e e nn et e s e s nnneennreeennes 9
2 T oY = Tod Q0 Y/ T [ PR 11
ISR 14 1 [ o = TP PTP R PURRTRI 12
CRAPLET 4 INSTALLATION ...ttt ettt st e e et s et ee s eee e s et e eeees et es e et en e e e s s eee s eeeeneeee s eeereans 14
Y153 (=T .4 I @0 g i o [U 1= 11T o PR 14
4.2 Hard Disk INSTAIALION ........cvviiiiieiiei e nnne e 15
4.3 Create recording SChEAUIE .........ooiii i e e e e e e e e e s e e e eeeaeeen 17
CHAPTER 5. MaAIN MENU ...ttt e s sne e sn e eneas 20
5.1 ACCESS 10 the MaIN IMENU ..ottt e e e e e nn e s nne e e nnree e 20
B3 VBN SBUUD - s 24
LI S Yol =T [0S = (U o SO PPRRE 28
RN OF: 10 [T 1= BT (1] o P PP PO P PP PPPPPPPPPPPTN 31
5.6 ACCOUNT SEEUD -.vtteeiieeeie ittt e ettt e et e e e e e e et e e e e e e et bbb e et e e e s e e a s b e et e e e e e e s e s nsbnnreeeeeeaannnnn 32
A Lo A0 o QST = U o PP RPUPTP 34
5.8 PTZ & RS-485 SBUUP . s s 40
oIS IS Y1 (=] ST LF | IO PP PP PPTP TP PTPPPPPPPPPP 41
Lo OO (11 VST (1 o PRSPPI 46
L R B T = T [ T 1 £ o PSP PTPRTRT 47
Chapter 6 SEArCh & BaCK-UP .........ooiiiiiiiiiiiie ittt ettt e s e bt e e e bt e e s e bt e e e e nnbeeeeaneee 49
6.1 RECOId SEAICN & SEUUP.....eeiiiiiiiiieiiti ettt e et e e e sb e e e s r e e e s nineeee e 49
I == o] (U | IS T (1] « IO PP PP PP PUPPRPPUPRI 53
Chapter 8 NEIWOIK ACCESS .....eeiiieiiiiitiiit et e ettt e e e e e oottt et e e e e e e e e beteeeeae e e e aan s beeeeaaeeeaanbsbeeeaaaeeeansbsseeeaaeaaaannes 55
8.1 Access your recorder With YOUr PC OF MAC ........coiiiiiiiiiiie et 55
8.2 How to Operate the Network USer INtEIfACE ........coooi i 60
Chapter 9 MoDIlE PRONE ACCESS .....ooiiiiiieiitiee ettt ekttt a b e e e et e e e et b e e e s anbr e e e e nnrnas 64
9.1 Mobile Application, Installation and Operation for Symbian System..........ccccoiiiiiiiiiiii s 64
9.2 Mobile Application Installation and Operation for Windows Mobile System ............ccoccviinnis 70
Chapter 10 INTEIMET ACCESS ...eeeiieeiiiiititee et ettt ettt et e e e s e e et et e e e e e e e o e bbb be e e e e e e e e anbbbbeeeaaeseaannbbseeaaaeeaaannnes 77
Chapter 11 Technical SPECIfICAIONS .......cciiiiiiiiiiii ettt e e e e e e et et e e e e e e e snnbeeeeeeaeeeaannnes 81

The author assumes no responsibility for any errors or omissions that may appear in this document nor does the author
make a commitment to update the information herein.

HSITONA



Chapter 1 FEATURES

Realtime live display

Realtime recording

Two USB ports (for mouse usage and backup).

Dual streaming enhances the speed of network transmission

Built-in VGA output up to 1280x1024 resolution

H.264 compression ideal for saving HDD space

Live display, record, backup, playback and network access simultaneously

Individual setup of resolution, frame rate and video quality for each channel

Control Methods: front panel, USB mouse, IR remote controller, client viewer, mobile phone (some
functions)

Still image snapshot

Intuitive GUI for easy configuration and menu driven operation

Supports one channel audio recording

1 slot for SATA compatible HDDs with up to 2TB of storage

AVI converter with time stamp

Real time live display

Picture-in-picture monitoring and 2X to 8X ditital zoom display

Pan / Tilt / Zoom camera control

Data backup: USB devices, network

Event triggered with email notification: motion detection, alarm, video loss

Supports Internet Explorer with same GUI as DVR site

Multi-language OSD

Central Management System (CMS)

3G/ GPRS mobile phone monitoring
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Chapter 2 SCOPE OF DELIVERY

Installation

2. Client Software CD

5. Power Cable

—_—

8. SATA Cable

1. LUPUSTEC 800 D1 Recorder

3. User Manual

6. Power Adapter

LR LR

9. Screws for HDD Integration

4. Remote Control

==

7. Batteries

Scope of Delivery

. LUPUSTEC 800 D1 Recorder

. Client Software CD

. User Manual

. Remote Control

. Power Cable

. Power Adapter

. Batteries

. SATA Cable

O | 0| N0 |0 |HS~ | W | DN|PF

. Screws for HDD Integration
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Chapter 3 Usage

3.1 Frontpanel Control

1 2 3 4 5 l|3
I I |
PoweR C]
IR 1==] m—
O T e—
-
—_— [L1] ee—
17 16 15 14 13 12 11 10 9 8 7
Item Description
1 MENU/ PAUSE Enter menu mode, use Up/ Down button to navigate menu screen.
( MENU/ 1) Press to pause playback
2 | PLAY Start playing back.
Enter search menu screen, use Up/ Down button to navigate
3 | SEARCH Press ENTER to access selected item
4 | REC Start/ Stop recording.
5 | IR SENSOR Input sensor for the remote control.
6 | LED DISPLAY Power
7 | LED DISPLAY Rec, Play, Lan
8 | USB2.0 The USB 2.0 port can be used to connect USB storage device.
PIP Turn on picture-in-picture format, use Up/ Down button to navigate
9 Press ENTER to access selected item
Enable auto mode, to skip channels
1o | AUTO Press MENU to disable auto mode
Enable/ Disable double screen size display.
11 | ZOOM Press ENTER to switch channels.
12 | ESC/ BACKUP Exit various functlo.ns and menu screen
Enter backup seletion menu
13 RIGHT DIRECTIONAL Right Directional Button.
BUTTON/ FAST (»» /») Fast Forward Playback, Speed: 2x, 4x, 8x, 16x, 32x, 64x.
" UP DIRECTIONAL Up Directional Button.
BUTTON/ SLOW (A /I») Slow Forward Playback, Speed: 1/2x, 1/4x, 1/8x, 1/16x.
15 | DOWN DIRECTIONAL Down Directional Button.
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BUTTON/ STOP (v / ) Stop Playback.
16 LEFT DIRECTIONAL Left Directional Button.

BUTTON/ REWIND (« /««) | Fast Forward Playback, Speed: 2x, 4x, 8x, 16X, 32X, 64x.
17 | ENTER/ MODE (Ma_r'aE) Switch to full screen and quad screen.

3.2 Rear Panel Connectors

F .

N — Bc:L:

Kamera 1 - 4 VGA-Monitor  Mikrofon Sensoren,
— » P Relais, RS485
2
B,’
et o /"a
b | X
[ vy 1 AUDIC N !
L :’I“m | O
WA
Iyl NESTS )
ALDIO OUT —
DTN 12V |I=|
—_
| J
rrERERATTRiA RS &
| _ R
12V Netzteil = ;
¢ Metzwerk
Lautsprecher W
Main / Spot Monitar USB / MAUS
Description

MAIN MONITOR

BNC port for the main monitor.

VIDEO IN BNC input ports for cameras, 4 in total.
AUDIO IN RCA input port for an audio signal

LAN Network port.

VGA Output port for the VGA monitor (option).

EXTERNAL I/O

EXTERNAL 1/O port (see below for pin definition)

485 Relay GND Alarm

i I I 1 711

A B |COM| 12 3 4
NO NC

AUDIO OUT

RCA output port for an audio signal

4
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DC 12v

Socket for a DC 12V input.

USB

USB Mouse

3.3 Remote Control

O
: O3

O

% Pnén)n 32
(=) b=

Remote Controller — Button Definition

0,1 REC

Start/ Stop Recording.

0,2 STATUS

Display Status.
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0,3 CAMERA BUTTONS

Camera Select / Numeric Button.

Press [+10] button to select channels.

04 MUTE Switch to 1-CH Audio Out/ Turn Off Live Audio.
Enable/ Disable On Picture-In-Picture Format.
0,5 PIP Use Directional button to navigate the menu item, and press Enter button to

enter the menu item.

o.6FH

Switch to Quad Display.

- /R

Switch to 9-Channel Display. 4-CH doesn’t support this function.

o oFFH

Switch to 13-Channel Display. 4-CH doesn’t support this function.

o9

Switch to 16-Channel Display. 4-CH doesn’t support this function.

Enable/ Disable double screen size display.

0,10 ZOOM Use Directional button to navigate the screen display, and press Enter button to
switch channels.

0,11 ESC Exit Button.
Enter the SEARCH menu.

0,12 SEARCH Use Up/ Down Directional Button to navigate the menu item, press Enter button
to enter menu item.

0,13 PLAY Start Playing Back.
Enable/ Disable Menu.

0,14 MENUII
Pause Playback.
Up Directional Button.

0,15A 1>
Slow Forward Playback, Speed: 1/2x, 1/4x, 1/8x, 1/16x.
Right Directional Button.

0,1> »»
Fast Forward Playback, Speed: 2x, 4x, 8x, 16X, 32X, 64x.
Down Directional Button.

0,1 n
Stop Playback.
Left Directional Button.

0,18¢ %«

Fast Rewind Playback, Speed: 2x, 4x, 8%, 16x, 32x, 64x.

0,19 ENTER/ MODE

Switch to Single Screen/ Quad Screen Display.

0,20 COPY Enter the COPY menu.

0,21 FREEZE Turn On/ Off Live Display FREZZE Function. Turn On/ Off Screen FREEZE Function.
0,22 AUTO In AUTO mode, all available channels will be cycled through in full screen.
0,23 PTZ Start/ Stop PTZ Control.

0,24 LOCK Enable Keypad Function.

0,25 OSD Turn On/ Off the Screen Display.

0,26 IRIS + PTZ Iris-Open.

0,27 IRIS - PTZ Iris-Close.

0,28 ZOOM + PTZ Zoom-In.
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0,29 ZOOM - PTZ Zoom-Out.

0,30 FOCUS + PTZ Focus-In.

0,31 FOCUS - PTZ Focus-Out.
Lens PreSet Point Setup

0,32 PRESET Press PRESET button+ 2 numeric numbers to save current lens location
PLAY+ Numeric Number to move lens to preset point.

0,33 TOUR Activate PTZ Preset Tour.

3.4 Mouse Control

Live Mode

Single Channel Display

Move the cursor to the desired channel and double left click.

Change from Single-Channel
to Multi-ChannelDisplay

Double left click

Mouse — Menu Mode

Enter Menu setup Right click
Select/ Enter Left click
Return to Previous Page Right click
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3.4.1 Symbols

Description of menu icons

Resting the cursor on this icon will bring up the four (Main Menu/ Search/

Backup/ PTZ) menu icons:

MAIN MENU.
= SEARCH SETUP.

BACKUP.

PTZ CONTROL.

' l Turn On/Off recording.

ECELC

PLAYBACK

Resting the cursor on this icon will bring up five (PAUSE/ PIP/ ZOOM/ AUTO
SEQ/ LOCK) display icons.

PAUSE, to pause LIVE image

PIP, picture in picture

L

ZOO0OM, zoom in / out the screen size

AUTO-sequence. Displays channels fullscreen in intervalls.

LOCK, password protects the main system functions

E o

Full screen display, multiple clicking to switch channels

Quad display.

ce
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Description of system icons

System is recording

[

n Number represents the current selected LIVE audio channel

Live Audio is off

Motion detected on the channel

Sensor triggered on the channel

Video loss detected on the channel

USB device detected

DVR has been connected onto the Internet.

AUTO-SEQ is on

2X Zoom ist aktiviert.

= EE R A DE

FREZZE is on, screen is frozen

LOCK is on
II'.IT-'I' PTZ control is on
ﬁ Shows the current hard disk space used-up (99% means that the HDD
space has been used up 99%, and the remaining HDD space is 1%)

pA VYR VYWY S Y] | Display of date and time

3.4.1 Network Control

Same user and DVR-site interface, the only difference is the network toolbar which is
located on the lower bottom right.
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HEEE ! 1071972011
18:03:34

oy

VIDEOLOSS VIDEOLOSS
1071972011 18:03:34 1071972011 18:03:34

CHO1 L d CHO02

o/’ia cb/)ca

VIDEOLOSS VIDEOLOSS
1071972011 18:03:34 1071972011 18:03:35

T T

@ Low Video Quality (LQ)
e / High Video Quality (HQ)

* Please refer to 4.7.2 HTTP setup

/ E Full Screen on/ off

Record

E &

Capture Image

[Ijl Record and captured files storage path
— settings

Open / Close this tool bar

10
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2.3 Playback Mode

When playback is activated, the toggle bar is displayed lower right.

Playback — Quick Function Icon

Press "4 / € putton to Fast Rewind
Speed : 2x, 4x, 8%, 16X, 32X, 64x
srh¥» >

Pres 1 button to Fast Forward

Speed : 2x, 4x, 8%, 16X, 32X, 64x

Press TPLAY, / ™ putton to Play/ Pause Playback

~~

rA/SLOW. slow playback
Speed : 1/2x, 1/4x, 1/8x, 1/16x

'V /H stop playback
Speed : 1/2x, 1/4x, 1/8x, 1/16x

Playback channel by channel with snap shot display

Full screen display

== [ & B K2

Quad display

Zoom in video image

11
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3.6 PTZ Mode

MEEE

Under LIVE mode, PTZ icon [ i

10019712011

10!19.\'2011 18:

hicin" o © - tat

] will appear on the upper left of the screen or be

18:13:42

13:42

re-located on any place of your screen by dragging the bar with your mouse.

PTZ — Remote Controller Control

A /sLow Move PTZ up.
v/m Move PTZ down.
¢/ < Move PTZ to the left.
»>/ > Move PTZ to the right.
ZOOM + PTZ zoom-in.
ZOOM - PTZ zoom-out.
FOCUS + PTZ focus-in.
FOCUS - PTZ focus-out.
IRIS + PTZ iris-open.
IRIS - PTZ iris-close.
TOUR Activate PTZ pre-set tour. (currently not supported!!)
ZOOM Set current PTZ location as the start of the line-scan.
PIP Set current PTZ location as the start of the line-scan.

12
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FREEZE

Activate line-scan.

PTZ — Quick Function Icon

X®FS[< 170 SIS
ZOOM |l
Fokus |
I[ifs

Exit PTZ Mode and back to the LIVE mode

Preset number N. (1~64)

Go to chosen preset number.

Set current PTZ location with the preset number of your choice.

[TOUR] icon, click to activate preset tour, currently not supported.

Same as [PIP]. Set current PTZ location as the starting point of the
line-scan.

Same as [FREEZE]. Activates Auto-Rotation.

Same as [FREEZE]. Activate line-scan.

Same as [ZOOM]. Set current PTZ location as the ending point of the

line-scan.

To move PTZ in 360°

PTZ zoom in or PTZ zoom out

PTZ focus in or PTZ focus out.

13
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Chapter 4 INSTALLATION

4.1 System Configuration

@
_.% — CRLR

Kamera 1 - 4 VGEA-Monitor Mikrofon Sensoren,
> P Relais, RS485
1}- b

q
®
\

DCIN 12V SPOT
v ey —_—
" | ::I::n:::::in:
12V Netzteil €— @ IR
, ‘ L < Metzwerk
— Lautsprecher W
Main / Spot Monitar USB / MAUS

1. Connect Cameras 1-4 with VIDEO IN ports 1-4.

2. Connect a BNC- Display to to the MAIN-Monitor OUT or a VGA-Display to the VGA-OUT Port.

3. Check, if you have ordered the rekorder with integrated hard disk. If not, do as follows, to install a
SATA-compatible hard disk.

14
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4.2 Hard Disk Installation

Step 1 : Remove the 3 screws from DVR as cycled below (PIC 1).

(PIC 1)

Step 2 : Remove the front cover from DVR as indicated by the arrow (PIC 2).

(PIC 2)

Step 3 : Place the HDD on the HDD plate and connect the power and the SATA cables (PIC 3).

(PIC 3)

15
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Step 4 : Screw the bottom of the DVR as indicated as cycled (PIC 4).

(PIC 4)

16
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4.3 Create recording schedule

Your LUPUSTEC LE800 D1 works with recording schedules. Of course, you can also manually activate
and deactivate recording at any time. You can schedule recordings via the following options: scheduled
permanent recording, motion detection, and sensor detection.
1. Manual recording

There are two options to activate recording manually:

a) Press the REC-button on the front of the device

b) Press the REC-button on your remote control

c) Press the REC-button of the main menu bar of the user interface n

WARNING: Manual recording always overrules all other preferences and schedules. If you
want to operate your device by other recording options such as scheduled recording,
manual recording must be deactivated. Please press any REC-button again to deactivate

manual recording.

2. Scheduled recording
Activate scheduled recording as follows:
Enter the main menu bar by clicking right or pressing the MENU button on the front or on your

remote control.

10/19/2011
18:19:18

Sy

B EOLOSS
1071942011 18:19:19

VIDEOLOSS VIDEOLOSS
1071972011 18:19:18 1071972011 18:19:19
v

Click left on or move the cursor to the main menu symbol ﬂ and press ENTER.

Please enter the admin password (standard password: 123456).

17

HSITONA



10/19/2011
18:21:02

Zejitplan
[P——

LUPUSTEC D1

VIDEOLOSS VIDEOLOSS
10719F2011 18:21:03 1071972011 18:21:04
ain” B © i et

You've now entered the Main preferences menu. Please click on SCHEDULE.
On the left side, you'll find a table that contains the schedules. Please click or select the first

timetable as shown below.

Timetable
4112010
12:47:41
Zeitplan Einste!lungen |
15 B ®tiormal ® Bewegung @ Sensor Infoscreen. Shows parameters
Sonntag
Montag of selected timetable

Dienstag
Mittwoch
Donnerstag

Freitag

Samstag
Feiertag
Feiertag Einstellungen

Abbrechen

2010704701 12:47:40 2010704701 12:47:40
e O o =

18
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4/1/2010
12:49:08

[ AkEiore An fnahmezeitplan

al

A4\ I [AktiviereRSeins oz eitpllan:

ot - et s
W Aktiviere Bewegungszeitplan

u BN atzeit: 1€ 00 b4 00 b

< 26 ¥4 00 ¥
ol
o | M[Sonntag WMcntalg M (Dienstag
2 [ MR M ttwolc h W Donnestag W Flielitag)
% NESamstag) M |Feientag

OK Abbrechen
[MENUpon e oo pruuycLnen i Auwiechen

2010/04/01 12:49:10 2010704701 12:49:10
ta ] x =

Upon clicking the timetable, a grey window opens, where you can choose between the following
options:
a) Activate a continuous recording schedule
(Enable Schedule Recording)
b) Activate recording by motion detection schedule
(Enable Schedule Motion Detect)
c) Activate recording when sensor input port is triggered

(Enable Schedule Sensor Trigger)

Please continue by choosing the timeframe for your schedule. Please make sure to not choose a timeframe
that crosses midnight to the next day. When you want to make a schedule that stretches over to the next
day, you need to do two schedules. One schedule should stretch to max. 24.00. The other from 0.00 h

onwards. Here’'s an example of making a schedule from 22.00h to 7.00h the next day:

WRONG:
*Schedule 1
START TIME: 22:00
ENDTIME: 07:00

RIGHT:

*Schedule 1

START TIME:: 22:00
END TIME: 24:00
*Zeitplan 2

START TIME: 00:00
END TIME: 07:00

For instructions on motion detection preferences please see p. 29ff.

19
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CHAPTER 5: Main Menu

5.1 Access to the Main Menu

41112010

12:42:35

i 2|3]4|5]6]7]8|9]o|
+-lej#|.|_

2010704701 12:42:35 2010704701 12:42:35
ta [ (e I O]

To enter the main menu of your recorder you have to login as an administrator (admin). The default
password i 123456. Please refer to “Account Setup” for related setup of other log-in users

Main Menu — Mouse Control

Switch between capital and small letters.

Switch between numbers and letters.

Press to cancel the setup, and re-choose the login account.

Delete the last character.

Enter to identify the password. It will enter the setup menu if the password
~ is verified.

20
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M

B ——= ._-_,-,,7_-_,:_3.:,-:7!"—7'

Zeitplan

S ——

1001972011
18:21:02

LUPUSTEC D1

VIDEOLOSS VIDEOLOSS
10/19£2011 18:21:03 1071972011 18:21:04

i ¢ ot

Main Menu — Remote Control ler and Front Pannel Control

(Click MENU button to enter Quick Setup Menu )

<» Switch to different options under one item
AV Switch to different items

MENU Save setup and go back to LIVE mode
ESC Back to Upper level of the menu

ENTER Enter the menu, or display virtual keyboard

WARNING: Always confirm preferences and adjustments made with OK. The Cancel-Button will discard your

changes.

21
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5.2 Record Setup

—

Speicher voll

OSD Position X:
OSD Position Y:

4/1/2010
12:44:25

Aufnahme Einstellungen

uberschreiben

OSD Anzeigeposition andern

B Videodaten loschen nachi(Stunden)

Qualitat & Framerate Einstellungen

o e e ~ T T——

[MENUTOKIT[ESC] Abbrelchen Abbrechen

2010704701 12:44:25 2010704701 12:44:25

Item Description

Select STOP to stop recording or OVERWRITE to reuse the HDD when
HDD is full.

HDD FULL

ta [] (e I O]

[Stop] : Stop Recording
[Overwrite] : Start to overwrite beginning from the oldest data of HDD
onwards (first-in-first-out principle), and continue to record.

OSD Position Setup

Use this menu to position the time stamp of every camera channel

Video Preservation (Hours)

Information stored within the HDD is preserved for only a specified length

of time.

Quality & Frame Rate
Setup...

Setup the quality and frame rate for each channel under normal
recording and event recording type.

22
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5.2.1 Quality and Framerate Setup

41112010
12:45:37

Auflésung und Framerate

*™ StandardaufnahiNein Auflésung Qualitat

@Bevwegungsaufn: 7120%576 ¥!'Normal

w1 (2055760 % Normal
W2 £36(0[x72.8 81 Normal v
&3 7.20x288 Normal

Normal 1921200

Auto

Ereignis 192/200
Auto

=T —

[MENUJTOKT[ESICITAbbrechen ' Abbrechen

2010704701 12:45:40 2010704701 12:45:40

ta ] Lz =3

All preferences that you make are either applying to standard recordings (i.e. manual or scheduled continuous

recordings) or event recordings (scheduled motion or sensor triggered recordings). Quality and framerate are

both CPU-power consuming tasks, hence a very high resolution and quality diminishes slightly the ability to

choose from high framerates and vice versa.

This panel is dedicated to make the right adjustments for both.

ltem Description

View Normal / View Event Setup resolution, quality and FPS separately for different record type.
No. Check/ Uncheck the box will enable/ disable recording of that channel.
Resolution Choose record resolution, this value will be used by each channel.
Quality Choose from Below Basic / Basic/ Normal/ High/ Highest.
FPS Choose recording frame rate (max. 25 fps per channel).
Sets the max. available framerate depending on the resolution you've
Auto chosen and distributes it evently between the channels

The information “Normal XXX/400” means that the recorder is able to process 400 fps at the lowest resolution

(320x288 pixel). Please not that this is a theoretical value, since you can choose max. 25 fps per channel. If
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you choose a higher resolution the total fps goes up accordingly.

5.3 Event Setup

41112010
12:46:05

Ereignis Einstellungen

Sensor Einstellungen

Schliellen

2010704701 12:46:05 2010704701 12:46:05
ra [ (e I O]

Item Description

Motion Setup Enter to set up motion detection

Sensor Setup Enter to set up sensor detection

5.3.1 Motion Detection Setup
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gReeg v Oktober 19, 2011
22:45:586

Einstellung Bewegungserkennung
Aufnahmedauer nach Alarm(Sek):

B Popup beilBewegung,

B Aktiv

Empfindlichkeit:
"Einrichtung Bewegungszonen

Apply to All

OK " A i] [] re l:.i"l En .

1071972011 22:43:335

hacile® 4 © - atin

Item Description

This is the record time in sec. after a motion detection occured.
Alarm duration (Sek.) Within this time no other motion event can be detected.

Check the box to Enable/ Disable popup screen function for all channels.

Motion popup When motion is detected in LIVE mode, the detected channel image will
popup in full screen display.
Click on channel numbers to adjust each channel individually
Enable Check the box to Enable/ Disable motion detection for each channel.

Draw or move the white toggle bar to the left or right to adjust motion
detection sensitivity. The higher the value, the more motion sensitive is
Sensitivity your system:

- Value 0-5 = Record only at middle to heavy motions

- Value 5-10 = Record at light to very light motions

Motion area setup Choose this function to setup the motion area of the camera image.

5.3.1.1 Motion Area Setup
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To adjust the motion area please click motion area setup. This function is another way to adjust motion
detection and to minimize false alarm events. Per default, the grid is transparent, which means that
motion detection is activated for the whole image. If you want to exklude a specific area or object
from motion detection, please mark this specific area red. Only in zones that are marked
transparent will detect motion.

Item Description

Mask Mouse Selection Check this box to adjust the motion grid with your mouse
All Area Detection Click to select full image as motion detection area.
Mask All Area Click to exclude full image from motion detection
Continue Continue setup.
Exit & Save Save your changes and exit setup page.
Exit & Discard Cancel your changes and exit setup page.

IMPORTANT: To record at motion recognition, it is always necessary to activate a motion detection

schedule in the Main Menu ,, Schedule*. Please refer to chapter 5.4 for further instructions.
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5.3.2 Sensor Setup

L
0% ; ; 81212011

&1 15:28:06

2011708702 15:28:02
—

Sensor Einstellungen

Aufnahmedauer narzihiiAlrarrmV(VSek):

W PopupkbeisSensionialanmNein [Polaritat
1 "Rus
"Aus

2
3 "Rus
n L

"Rus v
4 —A_U s
' NTC.
NTO"

e [ESE)] Abbrechom

LS VMEH{’
| |

2011/08/02 15:28:03

Description
This is the record time in sec. after a motion detection occured.
Within this time no other motion event can be detected.

Alarm Duration(Seconds)

Sensor Popup Check the box to Enable/Disable popup screen function for all channels.

When Sensor is detected in LIVE mode, the detected channel image will

pop up in full screen display.

Sensor Polarity Click or press¥ to select between HIGH/ LOW voltage for triggering

sensor detection or OFF to turn off polarity for each channel

Low Polarity : Sensor has not been triggered. When connected, sensor
will be turned on (N.O.—N.C.).

High Polarity : Sensor has been triggered. When connected, sensor

status will be turned off (N.C.—N.O.).
Off : Sensor is deactivated, and will not be turned on/off.

All off Set all sensors polarity to off.
All Low Set all sensors polarity to low level.
All High Set all sensors polarity to high level.

IMPORTANT: The Sensor input ports have got a potential of 5V. Hence, Sensor devices to be operated
with the LE800 D1 have to be potential-free. Use a two-pole cable to connect sensor device and
recorder. One pole has to be connected with one of the sensor input ports (4 ports are available), the

other pole has to be connected with the GND port.

IMPORTANT: To record at motion recognition, it is always necessary to activate a motion detection

schedule in the Main Menu ,, Schedule“. Please refer to chapter 5.4 for further instructions.
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5.4 Schedule Setup

41112010
12:47:44

Zeitplan Einstellungen
115 5 @® Normal ™ Bewegung @ Sensor
o NOOROORY?4H00) Sonntag

- 24:00 Montag

- 24:00 Dienstag
- 24:00

24.00 Mittwoch

- 24.00 Donnerstag
. 24:00 Freitag

- 24:00 Samstag

- 24:00 Feiertag

. 24:00
23:0 Feiertag Einstellungen

[_MEI‘:Jl'J_]”Q:K_;r[_E‘_S'C]_]'EbT'eT:‘m OK Abbrechen

2010704701 12:47:40 2010704701 12:47:40
wa O =

For all automatic recording modes such as motion controlled, schedule controlled and sensor controlled
recording modes you have to make a schedule on top of your motion and/or sensor adjustments.

Every Schedule can be adjusted by time, weekday and date.

Item Description

Page Click or press ¥ to select Page. Each page provides 10 schedules for
setup. 5 pages in total.
Table with schedules These are the schedules listed in a table on the left side of the window.
(00:00 - 24:00) You can use up to 50 different schedules.
Important: It is not possible to make a schedule that crosses midnight
from one day to the next, such as zB. 23:00 — 06:00. If you want to make
a schedule which stretches from one day to another you have to do two
seperate schedules, such as
1. 23.00-24.00
2. 00:00-06:00
View Event Setup View Normal/ Motion / Sensor Setup.

Normal, Motion, Sensor Check one of these buttons to see, which parameters are active on which
day. E.qg. if you check the Button ,Motion“, you will see on which day
automatic recording at motion detection is activated.
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5.4.1 Schedule Record Setup

- e [ -

W AktivilelreFAUnalhime zelitpliain
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2010704701 12:49:10

MDlieinistalg
M Rlielitalg

OK Abbrechen

T muutechen

2010704701 12:49:10
ta ] x =2

Click on one of the schedules on the left table to enter the schedule control window and to make detailed

adjustments of Event type, time and week day.

If you want tohave different schedules with different automatic recording types at different times

or week days, you have to activate two or more schedules. Example:

1. The first schedule shall serve as a automatic motion detection recording schedule from 00:00 h to

08:00 h from Monday to Friday.

2. The second schedule shall serve as normal permanent recording plan from 08:00 h to 18:00 h from

Monday to Friday.

3. The third schedule shall serve as automatic motion detection recording plan from 18:00 h to 24:00 h

from Monday to Friday.

4. And finally, the forth schedule shall serve as a motion detection recording schedule for week end days

from 0:00 h to 24:00 h.

IMPORTANT: Please refer to Chapter 4.3 for another detailed description on how to make a recording

schedule.
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5.4.2 Holiday Setup

41112010
12:49:52

Feiertag Einstellungen
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[MENU]TOKT[ESIC] Abbirechen! (o] Abbrechen

2010704701 12:49:55 2010704701 12:49:55
ta [ x =3

Use this panel to individually program over 50 Holidays per date. Check the holiday option within your

schedule to activate a holiday schedule.
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5.5 Camera Setup
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[MENU] 0K [ESC] Cance Cancel

Item Description

You can setup every camera image independently for each channel.
Mask Check the box to to hide the camera image in LIVE mode
Brightness Drag the white bar to adjust Brightness of your camera from value 1 to
9 255. The default value is 128.
Contrast Drag the white bar to adjust Contrast of your camera from value 1 to 255.
The default value is 128.
Drag the white bar to adjust Chroma (U) of your camera from value 0 to
Chroma (U) 255. The default value is 150.
Drag the white bar to adjust Chroma (V) of your camera from value 0 to
Chroma (V) 255. The default value is 150.
Name Set up name of each channel.
Volume Select to adjust audio volume for CH1 to CH 4 under LIVE mode and
recording mode.
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5.6 Account Setup

41112010
12:57:59

Konto Einstellungen

Nein BenutzernameKennwort

o1 LM&_J[: Rechte deffinieren
2 :] Rechte deffinieren
ms [USERs | |FReemedeaeren
W4 [:] Rechte deffinieren

Kennwort: |
Neu: [ ]
bestatigen: ‘

Wechseln Administrator Kennwort andern

[MENUIOKJESCITABE e Ehen. OK™" Abbrechen

2010704701 12:57:30

The Account Setup menu is used to provide role-based permission independently for
each user (max 4 users) to access the DVR over network.

The default account is [admin]:
Username: admin

Password: 123456
1,2,3,4 Check Box to activate user account
Username Enter a new or existing username
Password Enter a password for the user.
User rights management Click to enter user rights panel, see chapter 5.6.1 for further instructions.
Change... Change user image (BMP Format)

Use this option to change the admin account password. You have to enter
the existing password, the new password and confirm the new password.

Change Admin password... | CAUTION: If you lose your password, the device has to be returned
to LUPUS-Electronics in order to get a factory password reset. This
procedure is subject to postal and handling charges.
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5.6.1 User Rights Permission Setup

Caution: The Admin Account has always ALL user rights. Individual user rights can only be

granted to added Users.

2011708702 16:34:27

S [ | Posswent [Bui ab em 20;161108/0721

D Einstelluagen I[Ntz welikd
Rz M Wiledengabel

| W |welitelneNkluni<tionen S Ml [Datensicherung)
[Kemeralanal versteekons

Bickmn  Oeive Oets  CleHea

2011!0%12 16:34:32 (2011/08/02 16:34:32

Item Description

Password Expiry Date Check the box and click on the date to enter a password expiry date.
Setup User has the right to enter the main setup menu and make changes.
PTZ User has the right to control connected PTZ cameras.
User has the right to access utilities menu and is able to delete HDD or

Utility Logbook.

Network User has the right to access the recorder via network.

Playback User has the right to playback recorded video files

Backup User has the right to back up data from the recorder.

Check one or more boxes to hide these camera channels from this user
Remote & Playback Mask via al access types.
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5.7 Network Setup

Oktober 19, 2011
22:48:30

D

Einstellung Netzwerk

™ DHCP @®LAN

Setup DDNS"
Sh up E—
"“Abhrechen

VIDEOLOSS VIDEOLOSS
10/19/2011 22:48:30 1071972011 22:48:30
it o fho g
Connect type Setup mode for network connection: ADSL, DHCP, LAN.
HTTP Setup Enter to set up HTTP for remote access into DVR.
DDNS Setup Enter to Enable/ Disable DDNS function and set up.
Mail Setup Enter to Enable/ Disable Email notification and setup.

5.7.1 Networking Setup

To setup a network connection, please connect your LUPUSTEC — LE800 D1 with your network first. The
recorder can be connected to your internet router, switch, WiFi-switch, etc. The recorder supports DHCP, fix
LAN-IP adress and ADSL network connection types.

5.7.1.1 DHCP
We recommend to use the DHCP connection mode, if available. By using this mode, your recorder will receive

a network address from the DHCP-Server of your network. In most cases, the DHCP server is your internet
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router. It enables your recorder to connect automatically to your network and to communicate immediately
with all devices connected to your network. You'll find the automatically distributed IP-Address in the Main
Menu ,Diagnostic”. It consists of 4 numeric pairs, each seperated by a full stop, e.g. 192.168.1.13. (See

Chapter 5.11 for further instructions on the Diagnostics Menu).

IMPORTANT: If your DHCP-Server is not configured in the right way, it can happen that your recorder
periodically receives a new IP-Adress, which can lead to all sorts of problems, e.g. you cannot access your
recorder with the known IP-Address and other parameters might not work as a result. In most cases, you can
configure your IP server in a way that it always distributes the same IP-addresses to the same devices.

Please check the manual of your DHCP server for further instructions.

5.7.1.2 LAN Setup

If you choose to connect your LUPUSTEC — LE800 D1 Recorder via your network with a fixed, prechosen
IP-Address, you have to choose the LAN mode in your network setup menu. Please enter the following
information:

Item Description

IP Address Enter fixed |P address
Subnet Mask Enter IP address of Subnet Mask
Gateway Enter IP address of Gate way

Enter DNS address. (Note: The correct DNS address must be entered for

DDNS function).

DNS

Attention: In order to know the network address of your home network, please refer to the preference
panel of your network setup of your computer. If you happen to use a Windows PC, please press the
windows and R keys simultaneously. As soon as the DOS Terminal window appears, please type in
»IPCONFIG" and press return. The current network address will appear, .e.g. 192.168.1.4. Within a
network, the first 3 number pairs of the IP-address of all connected devices have to be identical. The

last number pair is different and thereby differentiate between the devices.

5.7.1.3 ADSL

If you would like to choose ADSL as a network option, please choose ,ADSL" Choose this option only, if
you want the recorder to be connected to the internet via modem and PPPOE/ Dial In connection and not
via an internet router.

Item Description

User Name User Name of your internet service

Password Password of your internet service
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5.7.2 HTTP Setup, Access via internet

W Aktivieren
Port:
<

Bildfrequenz:

1921200

Auto

Oktober 19, 2011
22:51:20

XD

Einstellung HTTP

Auflosung Qualitat

360%288 A
360%288 V| Deste
350x288 ? Teste

360%288 ¥ heste

MENUIIOK MESCIACE echent OK™™" ‘Abbrechen

VIDEOLOSS VIDEOLOSS

Activate HTTP Server

Item Description

1071972011 22:54:19 1071972011 22:51:19

i © o et

Check the box to activate http server. This enables access via network/
internet to your recorder by using the Microsoft Internet Explorer browser.
This option should always be activated, if you want to use your recorder

via network/ internet.

Port

Channel

Quality and Framerate of Network Transmissions

The preset port is 80. Use this port or choose a different port between 1
and 65000. If you choose a different port than 80, you must add this port
with a colon behind the IP-Address when accessing your recorder via
Internet Explorer. If you might choose port 10001, you have to type e.g.
http://192.168.1.38:10001 into the address line of your browser.

CAUTION: Some Internet Service Providers and some mobile phone
carriers Einige Internet-Service-Provider und Mobilfunk-Anbieter sperren
den Port 80 fir Videostreams, in diesem Falle muss ein anderer Port

gewahlt werden.

Check Box to activate the channel for network access
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http://192.168.1.38:10001/�

Quality Choose quality level of transmitted image.

BpS Chose Frames per Second rate. (1~30FPS).

The maximum frames per second available will be evenly distributed

Auto between the channels

IMPORTANT: These parameters will effect only live network transmission with the live window
toggle bar option set to LQ (low quality). You can also use it to adapt to low or bad internet
connection circumstances by choosing lower quality and fewer frames. If you would like to have
higher quality video transmission please set live window toggle bar to HQ.

The HQ option will use the parameters made within the record > quality and framerate menu of the

recorder.

5.7.3 DDNS Setup

A DynDNS address is necessary if you want to access your recorder via Internet and your internet service
provider distributes (as it is common usage) dynamic external IP-addresses. Dynamic IP-addresses change
every 24 hours. Hence the need to setup an unchanging address, that enables you to access your recorder
always with the same URL. You need to register a free user account with a DDNS-Service Provider, e.g.
no-ip.com. After you've received your hostname, username and password you may enter these informations

here.

CAUTION: If you access your recorder via an internet router please do not enter DDNS-information
into this recorder menu. Instead, please use your internet router as the main DDNS-client. If you use
the recorder as a dial in device to connect to the internet via modem (ADSL, PPPoE) you must enter

the DDNS-Information directly into this menu, such as follows:
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8113120411

2011708703 15:54:28

e =
DDNS Einstellungen

 —
M DDNSESelnvie raktivilelieln)

DDNS Server: “dyndns.org

v
Host Name: Meinhostname.dyndns.org .39
Benutzername: DynDns-Benutzername

o [MENUIFOKNESCIFARRTECHER) R "Abbrecheﬁ“"

F . Je

nni J
2011/08703 15:54:32 |2011/08/03 15:54°328

Item Description

Enable DDNS: Activate or deactivate DDNS-functionality

DDNS Server: Chose a DDNS service of your chose from the menu (e.qg.
DYNDNS.ORG, NO-IP.ORG, EZ-DNS, 3322.0org). Please remember that

you have to register on the website of one of these services first.

Hostname: Enter full ddns-hostname URL. (e.g. my-name.dyndns.org)
Benutzername: Enter DDNS user name.
Passwort: Enter DDNS password.
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5.7.4 Email Setup

r— i
8312011

16:05:35
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2011708703 16:05:33 s a &

—
Mail Einstellungen

M E-Mailversand aktivieren

Port: Ty
Benutzername:
Absender E-ai

Ereignisse:
M Videoverlust i Bewegung M Sensor
e Empfanger
0K "Abbrechen

E-mail can be used as a form of notification when an event occurs (VLOSS, MOTION,
and SENSOR).

Item Description

Check the Box if you want to use email notifications

E-Mail
The Standard-SMTP-Port is 25, this value can be different depending on
Port your email provider.
SMTP Server Please enter the SMTP Server of your choice (e.g. smtp.web.com)
Username Please enter your email-username.
Password Please enter your email password.

) Please enter the email address that should stand as sender. (z.B.
Sender E-mail
sender@yourserver.com)

Enter E-Mail adressees, to which you want to sent email alert
E-mail Addresses notifications (e.g. adressee@yourserver.com). You can enter up to 10

email addressees.

Please choose event types that should trigger email alert notifications.
Event Trigger You can choose motion detection, video loss or sensor alert. You cannot

control email alerts by personalised schedule.

WARNING: Not every email service provider grants usage of external mail service on a
LE800+ device
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5.8 PTZ & RS-485 Setup

M PTZ aktivieren
Protokall:
PTZ ID:
Baudrate )
RS-485 ID:
RS-485 Baudrate:
L] FINETCK 104
0K Abbrechen

] ol IS S
2011708703 16:39:58

Ha N . =

With your LUPUSTEC LE800 D1 Recorder, you can also control your PTZ cameras. To setup PTZ control,
you have to connect your LE8OO via its RS485 Port and a 2-pole cable with your PTZ-camera: Connect the

(D-)-Pole of your recorder with the (D-)-Pole of your camera. Do the same with the (D+)-Poles.

Item Description

1234 Click the channel to which your PTZ-camera is connected to adjust
R parameters for the camera.
Enable PTZ Check the Box to enable PTZ control for this channel.

Protokoll Choose the same PTZ protocol for both recorder and camera. Please
check the protocol that your camera is using first. Then proceed back to
this recorder menu to choose the same protocol. The recorder supports
the following protocols: PELCO-P, PELCO-D, KND, Li-Lin, Fastraxll,
LG Multix, Samsung and AVTECH.

PTZ ID Click or press <« » to choose a PTZ-ID for this camera. You can choose
a value from 1 to 64.

Baud Rate Choose the same baudrate on your recorder as chosen for the camera. It

supports 2400, 4800, 9600 or 19200 baud.
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5.9 System Setup

41112010
13:33:48

—
System Einstellungen

DVR Name: H264 DVR ‘
DVR Lage: [—

Sprache: Deutsch

Fernbedienungs ID:

Auto-Sperre:

Monitor Einstellungen Ineltiv
frelgebom
spenien

Datumf/Uhrzeit einstellen
Gerate Einstellungen

Spotmonitor einstellen

(MENUIIOKNESCITARBTECHER i L
2010704701 13:33:24

ta [] (e I O]

Item Description

The name of the recorder will be displayed, if the user accesses the recorder

DVR Name

via network/ internet. The DVR name is opional.

The Location of the recorder will be displayed, if the user accesses the
DVR Location ) _ o )
recorder via network/ internet. The DVR Location is opional.

Klick or press the drop down menu option to choose a system language.

Supported languages are: German, Turkish, English, French, Dutch,

Language
Portuguese, Greek, Polish, Spanish, Italian, Hungarian, Hebrew, Russian,
Arabic, Persian, Traditional and Simplified Chinese, Korean, Japanese.
Display Setup Click to enter display setup menu
Date/ Time Setup Click to enter Date/Time setup menu
Device Setup Click to enter setup for buzzer and relay as well as mouse control
Spot Setup Enter spot monitor setup
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Auto-Lock Click drop down menu to choose between 3 different options

Function Automatic Enter password
Option auto-lock after 1 g
_ after logout
minute
Disable No No

No (deactivated for live
Key Unlock Yes access, activated for main
menu access)

Yes (password always

Key Lock Yes required)

5.9.1 Display Setup

121812011
18:02:46

Monitor Einstellungen
Automatische Vollbildweiterschaltung (Sek):
Zeige OSD-Informationen
W DVR Status anzeigen
@ DatumiZeit anzeigen
® Kanalname anzeigen

Video System Aluto

Rahmenfarbe Rot | 9T255

Gran ) 255
Blau | €255
[MENUOK N [ESCIAEE echen < Abbrechen

VIDEOLOSS VIDEOLOSS
1270872011 18:02:46 12/08/2011 18:02:46

Item Description

Auto-Seq Interval ( Seconds) Click or press arrows to set up duration time in seconds for the

interval between channels under Auto-Seq mode (1~999 seconds).

Show OSD Turn system display information on or off. If you choose to uncheck

all boxes, no system information will be shown at all.

Show DVR Status Turn On / Off DVR illustration and record status display
Show Date/Time Turn On / Off date and time display
Show Channel Name Turn On / Off channel name display
Video System Switch Auto / NTSC / PAL
Border Color Set up the color of border in LIVE , PLAYBACK mode.
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5.9.2 Date and Time Setup

(=] [m) R6 # 9712612008
03:19:35PM

DATE / TIME SETUP
[ i Ad

Hour Fermat:

Date Format:

DateiTime Position:

[Internet Time a

[MENUTGKIIESCIICancel oKk | cancel

Item Description

Hour Format Choose between a 12HOURS or a 24HOURS time display
Date Format Choose date format
Date/Time Position Choose the position of Time and Date display
Change Date & Time Setup time and date of DVR
Time Zone Setup Set up your time zone and Daylight Saving Time.
Internet Time Setup Setup automatic synchronization with internet server

5.9.2.2 Time Zone Setup

(=]

| TIME ZONE SETUP

| Select Time Zone:

M Daylight Saving Time

[MENU]GK[ESC] Cancel

Item Descriptiojn

Zeitzone wahlen Choose your time zone by taking the GMT timezone (London, UK) as
standard time (GMT 0). You can choose from GMT -13 (Western
Hemisphere relative to GMT)all the way to GMT +13 (Eastern
Hemisphere relative to GMT) West- und Centraleurope (e.g. Germany,
Austria, Switzerland, France, BENELUX, etc.) is inside the GMT+1

timezone.
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Daylight Saving Time Check box to activate daylight saving time.

5.9.2.3 Synchronisation with Internet Time Servers

1200

INTERNET TIME SETUP

W Automatically

Server:

EimE NSt gov Updake Hav

[MEHUT DR IESE] Earcel

Item Description

Check to enable DVR automatic synchronization function. Select this
Automatic Synchronization option to enable the function, DVR will automatically synchronize the

time upon rebooting or by every 24 hours after booting.

Date and Time show on DVR will immediately correspond with those in
Update Now )
internet server.

5.9.3 Device Setup

Choose your mouse speed as well as the submenu to adjust buzzer and relay functions.

BUZZER & RELAY SETUP

M Key Tone

Relay Switch Connectien: NC. hd

—
-

Buzzer Duration{Seconds): : 1
[ ==
Sensor ] ]

fotion u | |
Video Loss ] n

[MENU][GRI[ESE][Carcal

Item Description

Mouse Speed Adjust the mouse moving speed

Buzzer & Relay Setup
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Key Tone Enable/ Disable keystrokes.

Enable/ Disable buzzer operation when the alarm is triggered for HDD
error, sensor, motion and vloss (Video Loss).

Enable/ Disable the signal to be sent to the RELAY OUT blocks when the
alarm is triggered for HDD error, sensor, motion and vloss.

ALARM BUZZER

ALARM RELAY

5.9.4 Spot Monitor Setup

121812011
18:07:44

Spotmonitor einstellen

Automatische Vollbildweiterschaltung (Sek):
W Spotfunktion aktivieren

8 Kanal ohne Kamerasignal Giberspringen

Kanal:

i cHo1 i CHo4

MENUIIOKTESCIIABETechen Abbrechen

VIDEOLOSS VIDEOLOSS
12/08/2011 18:07: 486 12/08/2011 18:07:44
fie" i © Ao ey

The LE800 D1 provides two ways of displaying video images: One option are the two main monitor output
ports, which provide split screen display and full access to all parameters and functions. The other option is
the spot monitor output: It provides the possibility to show fullscreen images of the channels in intervall mode.
The intervall time can be adjusted as you choose. To use this function, you have to connect a display to the
spot monitor output port on the back of your device.

Item Description

Activate Spot Activates the Spot-Function for the Main/Spot BNC Output

Channels display in spot for three different modes:

MANUAL: Select channels to display manually, select channels will
SPOT MODE be transfered to the SPOT monitor.

SEQUENCE: Auto-sequence for all channels in order.

EVENT: Display channels with event occurred.

The duration interval time between channels is in seconds under SPOT

Interval (Seconds) mode (can not be set to 0 seconds).

Skip Video Loss Channel Whether to skip channels without video signal.

Channel Activates the selected channel for the spot function
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5.10 Utility Setup

4/1/2010
13:41:20

Weitere Funktionen

HD.DLflolsmatiernen

USB formatieren

System zurucksetzen

LCogbuch™le'schen

DVREinstellungen auf USB exportieren

DVREinstellungen von USB importieren

Item Description

HDD Initialization

Firmware Update

Schliellen

2010704701 13:41:04

ta [] (e I O]

Select to enter hard disk initialization menu. Please stop recording
before entering this menu. Enter the menu, system will show all the
data (model/ volume) of HDD that is installed in the DVR. Check the HDD
you'd like to initialize, then press “Start”. HDD initialization is successful

when the status shows “Succeed”.

USB Initialization

Clean up all data on USB. Enter USB initialization and press “YES” to
clean up all data on your USB. The initialization is done when it shows

“Succeed”.

Set System to Default

Restore system default values.

Reset System Events

Delete all DVR log entries.

Copy Setup to USB

Copy configuration to a USB device. There will be a file named

“sdvr.config” on your USB.

Download Setup from USB

Download configuration from a USB device into DVR.

Ugrade

Upgrade Firmware of DVR from USB Stick.
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Please stop recording and backup setup configuration before upgrading.

System will reboot automatically when the upgrade is completed.

NOTE! DO NOT TURN OFF POWER OR UNPLUG USB DEVICE DURING THE UPGRADE as it
may cause incomplete firmware upgrade and damage to the DVR.

5.11 Diagnostic

41112010
13:43:23

Statusmenu

Version: 1.0.2 build 83
IP: 192.168.0.13
MAC: 00:17:4F:02:15:2A
HDD Status:

Nein Speicher in Betrieb Status formatieren

1 320.07GB 36%In Betrieb 2010/02/18

2010704701 13:43:04

ta (] x =3

Item Description

Version The current firmware version of DVR
The connected IP address of DVR. If disconnected from network, the
IP Address o
screen will display” NETWORK DISCONNECT”.
MAC Address MAC Address of DVR
HDD Volume The capacity of HDD
HDD Used Rate Percentage of space used on HDD.
HDD Status Shows HDD status.
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UING means the HDD is now used for recording.
GOOD/ BAD means the HDD has a known/ unknown format for the
DVR. (Note: Please initialize your newly-installed HDD before using it,

otherwise it can be recognized as BAD by the DVR).

Format Time

The latest format time of HDD
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Chapter 6 Search & Back-Up

6.1 Record Search & Setup

4/112010
13:46:04

Dateisuche & Wiedergabe
Logbuch
Dateisucherd& Wiedergabe

Schliellen

2010704701 13:45:49

ta ] x =3

Item Description

Event Search Press to enter event search menu.

Time Search Press to enter time search menu.
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6.1.1 Event Search via Event Log

41112010
13:47:10

Loghuch

Kriterien Seite: |
[DetmmiZeit Eligelilg[nlilsfaliit i
2010/04/01 12:57: Videoverlust CHO1
»2010/04/01 12:57: Bewegung erkannt CHO1
»2010/04/01 12:56:43 Bewegung erkannt CHO1
»2010/04/01 12:56: Bewegung erkannt CHO1
»2010/04/01 12:55:21 Bewegung erkannt CHO1
2010/04/01 12:30:45 Netzwerklogin Admin
2010/04/01 12:27:08 Netzwerklogout Admin
2010/04/01 12:04:10 Videoverlust CHO1

Schliellen

2010704701 13:46:54

ta (] x =3

The LE 800 D1 automatically records events with type, time and channel information

included. If there is recording data for an event, a yellow signal ﬂ icon will be shown

on the left side of time information. Rest your cursor under the line and press “enter”, or
left click your mouse to playback the recording data.

Item Description

Criteria Setup conditions of the event search function
Page pages of event tables
Date/Time Date/ time when the event occurred.

Event type, defined as following:

Motion : Motion Detected
Sensor : Sensor Detected
Event Type )
Video Loss : Video Loss
Remote Login : User log-in over the network
Remote Logout  : User log-out over the network
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Power On : System Reboot
HDD Full :HDD is FULL
HDD Error : HDD failure
Reboot : System reboot
Channel The channel where the event occurred.

6.1.1.1 Criteria Setup for Event Search
NEUEs BILD!!!

4/1/2010
13:48:37

M\Von: 2000/0410480 000500
M Bis: 2/000//0111/0480 050000
M Bleweguingferkanint 8 | Sleln'slolizallalim

o \Vildle'ovelrlust M Netzwelklolgin

M [Netzweklogout M (Einschalten

M HDDAV O M HDIDAFehilelr

MCHO M |GHO03

OK Abbrechenin

2010704701 13:48:24

x =9

The amount of events can be numerous. Therefore, you can facilitate event sorting by
setting up “criteria”. Setup “start time” and “end time” for each event search, then the
search result will be limited to this specific period of time. Only events and channels that
are M checked will be sorted in event search as well.
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6.1.2 Time Search

41112010
13:49:00

Zeitsuche

2010 g

8 M T

15 16 17
22 23 24
29 30

Schliellen

2010704701 13:48:44

R 3 (o B Ol

TIME SEARCH, you can search for a specific time of the recording data to playback.
Dates with recording are shown by data marked with a red square [ o ]. System will
start playing back according to the date that you've selected. Calendar will be shown
by using mouse to click on “year” and “month”.
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41112010
13:49:15

Zeitsuche

/ A '
8 M W T F S
; B 40 » )

25 26 27 28 29 30

[ESC)TSIChieRen Schlielen

2010704701 13:48:59

Click “date” to display recording time of that specific date with time bar. You can
change time (hour/ minute/ second) or click on a specific time of time bar by mouse
then press “YES”. DVR will playback the selected recording data.

6.2 Backup Setup

User can back-up any segment of recorded data in a specified time frame. To do so,
connect a USB to the DVR. The format of backup file is IRF file and can be played by
“iFilePlayback” or “ICMS”.
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Item Description

From Backup file starting time
To Backup file ending time
Device Select USB as the backup device
Free Space The available space in your backup device
Refresh Recalculate the available space of backup device
Calculate Calculate the size of backup file
Start backup operation. Be sure to calculate the size of backup file BEFORE

Start operating backup.

NOTE ! Do not unplug the USB device or turn off the DVR during the backup process to avoid

unrecoverable error. When backup is completed, you need to re-plug in order to
insure proper function.
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Chapter 8 Network Access

8.1 Access your recorder with your PC or MAC

Step 1 : Enter the IP address of the DVR in the IE browser.Geben Sie die IP-Adresse

@; ~ | &) nttpr192.168.1 754

T Tavortes | @S oWR | | T - B =] E@ T Page -

Schritt 2: A window will pop-up. Please enter the user name and password. Default user
name is admin and password is 123456. Other related setup about user account
and password, please refer to “5.6 Account Setup*.

Connect to h264.i-dvr.net B

The server h264.i-dvr.net at . requires a username and
password,

Warning: This server is reguesting that your username and
password be sent in an insecure manner (basic authentication
without a secure connection).

Iser name; | 5§ -

Password:

[]remember my password

o] [ conws
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Step 3: Gateway for Remote Access

ey -

@ % | Mp#192.1684 31/

5 @3 BEC FEWS

E DR

Internet Explorer 6, 7, 8

Download DVE Remote Desltop (Windows XP, Windows Vista, Windows 7)
JPEG viewer

Download Record File Plaver (Windows XP. Windows Vista. Windows 7)

Internet Explorer 6, 7, 8:

Click this link for accessing your recorder with the currently open Internet Explorer Window. This leads to
the main user interface that you already know. You have got full functionality on all otions. This type of
access is only possible via the internet explorer browser, other browsers are not supported.

Download DVR Remote Desktop (Windows XP, Windows Vista, Windows 7):

Click this link to access your recorder by downloading and starting the DVR Remote Desktop app on a
WINDOWS PC. After starting the downloaded app, you have to enter again IP-Address, Port, username
and password. Click connect. This leads to the main user interface that you already know. You have got
full functionality on all otions.

Download DVR Remote Desktop (Mac OS X 10.6 or above):

Click this link to access your recorder by downloading and starting the DVR Remote Desktop app on a
APPLE MAC computer. After starting the downloaded app, you have to enter again IP-Address, Port,
username and password. Click connect. This leads to the main user interface that you already know. You
have got full functionality on all otions.

JPEG viewer: Live Viewer with access to mobile device size live camera images, supports all browser
brands. Suited best for smart phone access.

Download Record File Player (Windows XP, Windows Vista, Windows 7):
Download iFilePlayback-Player to view backed up IRF-Video surveillance files.

IMPORTANT NOTE FOR ACCESS VIA INTERNET EXPLORER 6,7,8:
To access your device via internet explorer you have to make sure that the ActiveX-Control plugins of your

browser are activated. Please follow these steps:

Enter the setup for Active X controls here: Extras > Internet Options > Security > Adjust Setting.
Scrollen Sie bis zur Uberschrift “ActiveX Steuerelemente und Plug-Ins”

Please check the first three boxes as follows:
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Sicherheitseinstellungen - Internetzone

r—Einstellungen

@] Activer-Steusrelemente und Plugins

(& Akkivieren
) Bestitigen
) Deakkivieren

Q) Akkivieren (nicht sicher)
(2 Bestatigen
O Deakkivieren {empFohlen)
@] Activer-Steuerelemente und Plugins ausfibren
(® Akkivieren
) Bestatigen
O Deakkivieren
) Yom &dministratar genehrnigt

MY dbktvieran

< |

*Wird nach einem Internet Explorer-Meustart wirksam

Please check the next four boxes as follows:

Sicherheitseinstellungen - Internetzone

| @] Activer-Steuerelemente ausfihren, die Fir Skripting sicher si

|| Activer-Steuerelements initialisieren und ausfihren, die nichl

|#| Ausfihrung von bisher nicht verwendsten ActiveX-Steusrels
-

il

]
|

%

r Einstellungen

) Akbivieren
{5 Deakkivieren

) Akbivieren
{8} Deakkivieren
|| Bindr- und Skripkverhalken
{8} Akbivieren
) Deakkivieren
) Vo Sdminiskrator genebmigh

& Akbivieren
O Deakkivieren

|| Signierte Activel:-Steuerelemente herunterladen
O akbivieren (nicht sicher)

1 Fectitinen (emnfahlant

Kl |

*Wird nach einem Inkernet Explorer-Meustart wirksam

|| Ausfihrung won bisher nicht verwendeten ActiveX—SteuereIemenﬂ

¢ | Automatische Eingabeaufforderung For ActiveX-Steuerelemente J

|| Die Yerwendung von Activel ohne Zustimmung nur Flr genehmigl

Please check the last four options as follows:

sicherheitseinstellungen - Internetzone

Einstellungen

|| Signierte ActiveX-Steuerelemente herunterladen
O aktivieren (nicht sicher)
{*) Bestitigen (empfohlen)
{0 Deakkivieren
|| Skriptlets zulassen
O Aktivieren
{0 Bestatigen
{® Deakkivieren
|| Unsignierte ActiveX-Steuerelemente herunterladen
O aktivieren (nicht sicher)
O Bestatigen
® |y en (empfohlen)

O Aktivieren

{8 Deakkivieren
% A MFT Framewnek hacierends Komnnneanban
‘ ]

*wird nach einem Internet Explorer-Meustart wirksam

|#| ¥ideos und Animationen auf einer Webseite anzeigen, die kel

il

e Press OK, then press OK again.
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e Upon choosing the link “Internet explorer 6,7,8, you will be asked if you want to install an ActiveX

control element. This will take some time to complete.

e If successful, you will see this window and — if already connected — your camera images:

= DVR Remote - Windows Internet Explorer
@‘_ Jw |@] hiip:/j192.168.0.28 ][4 /[ x| [2q 000 | P

Datei  Bearbeten Ansicht  Favoriten  Extras 7

5.r Favoriten (& DVR. Remote | Eh - B =) Lﬁ] ~ Seite = Sicherheit = Extras - @- =

Oktober 19, 2011
22:56:03

ol o/>=a

VIDEOLOSS VIDEOLOSS
1071972011 22:56:03 1071972011 22:56:03

CHo1 o CHO2

P Sy

VIDEOLOSS VIDEOLOSS
1071972011 22:56:03 1071972011 22:56:03

ol ain= e s o M

Fertig & nkernet gy v Wioow v

VERY IMPORTANT:

e If you experience a freeze or crash of your browser, please control upon restart if all Active X
control elements are activated according to this manual.

o If all Active X elements are adjusted correctly, please check, if there is an internet security,
antivirus, or firewall application currently in operation.

e If yes, please deactivate the application and try again. If the access works, please check the
preferences of the internet security, antivirus, or firewall application to see if you can work around
this problem. Please contact the manufacturer of the software to get further assistance.

e If you are experiencing just a white image with two black frames on the left and right side, the
drivers of the graphics card of your computer are probably outdated. Please update the drivers,
by contacting the manufacturer of your graphics card. Most of the time, you can download current
driver versions on the websites of most graphics card companies.
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ON ACCESSING YOUR LES800 D1 VIA DVR REMOTE DESKTOP APP:

e Start the application

e Upon start screen you'll see the following window:

- D¥R Remote Desktop

DWR. Address:

DWR Port:

Username:

Password:

e Please enter DVR Address (IP-Address or URL), Port, username and password and klick OK.

e The main live window appears:

“m DVR Remote Desktop g@@

(=)=l == L Oktober 19, 2011
22:58:15

o Sy

VIDEOLOSS VIDEOLOSS
1071972011 22:58:16 1041972011 22:58:16

CHO1 of CHO2

o Sy

VIDEOLOSS VIDEOLOSS
1071972011 22:58:16 10/19/2011 22:58:16

o EE
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8.2 How to Operate the Network User Interface

You will notice, that the user interface is similar to the user interface you already know from direct access.

10/19/2011
18:19:18

'—,_.-"'

g y 3

VIDEOLO : - BDEOLOSS
1071972011 18:19:19

Einstellungen:

oy

VIDEOLOSS VIDEOLOSS
10/19/2011 18:19:18 10/1972011 18:19:19
hecin b B ihtn
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8.2.1 Manual Recording via Network Access

/= DVR Remote - Windows Internet Explorer

@‘C,," | &)t i192.1e8.0.251

][22 28 coou

Datei  Bearbeten Ansicht  Favoriten  Extras 7

5.7 Favoriten | @ DVR Remote

fpov B [0 v Seke - Siherhel - Edras- @-

o

VIDEOLO S
1071 9
CHO01

AufinahmelEinlAus

’/)

VIDEOLOSS
1071972011 23:13:49

Oktober 19, 2011
23:13:49

Sy

10/1972011 23:13:49

VIDEOLOSS
1071972011 23:13:49

& mternet 4y -

Ho100% v

Klick on the record symbol to choose between three options: manual recording on/off, lokal recording

save as ..., and snapshot. With the first option you can start or stop manual recording on the harddisc of

your recorder, with local recording you can record onto the harddisc of your PC, and with the 3. Option,

you can do a screenshot of the current image.
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8.2.2 Lock System

= DVR Remote - Windows Internet Explorer

@Tv |8 100/ /192.166.0.28 v [42] x| [2F cona |[2]-

Datei  Bearbeten Ansicht  Favoriten  Extras 7

5.¢ Favoriten (& DVR. Remote | Eb - B =) ?;1 ~ Seite = Sicherheit = Extras - @- =

Oktober 19, 2011
23:17:43

o

VIDEOLOS
107 1¢

CHo1

Slpeniien
(2 PEIGTEINE

P

VIDEOLOSS VIDEOLOSS
1071972011 23:17:43 1071942011 23:17:43

Fertig & nkernet gy v Wioow v

Klick on the Lock Symbol to log out. You will be asked for username and password if you want to enter

menu items again.
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8.2.3 Network Backup

HEEQ & Oktober 19, 2011
23:05:33

.

2011/10/19 23:00:00
Bis: 2011/10/19 23:04:35
Backup Channel: Channel .
Gerat: "E‘mfﬂif?'
Freier Speiche:p:i-c:‘::;t'er 14 EF]‘ Alktulalliisiile/iein
Bendtigter Sp B

HBerechnen

e EEigene Dateien
w -_e Arbeitsplatz

Zuletzt &) Netzwerkumgebung
venwendete [1..

@

Desktop

(EECINBERIIOR] oo Schiteen

s

Arbeitsplatz

Dateiname:; | Speichem | jL OSS
1 Natzwsrr]kgumgeb Dateityp: |IRF Dateien [~if) Abbrechen 1071572011 23:05:34

hacie® i © - dat

If you would like to do a data backup on your remote PC, please choose PC as a backup device. You will
then be asked to choose a folder or path, where you would like to store the backed up data. If there is no
option to choose ,PC" from, please close your internet explorer. Click right on the Internet Explorer

symbol and select ,execute as an administrator”. Then try again.

IMPORTANT: All other menu items are identical to the direct access user interface.
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Chapter 9 Mobile Phone Access

You can remotely monitor all channels of the DVR through your mobile device. The
required mobile application is from the DVR manufacturer and it supports mobile OS for
both Windows mobile 5.0 above and Symbian.

Please confirm that the network function of the DVR has been activated before mobile
connection: Main menu - Network Setup - HTTP Setup - Check the “Enable
HTTP Server”.

9.1 Mobile Application, Installation and Operation for Symbian
System

Mobile Device: Nokia, SonyEricsson...etc.

System requirement:
GPRS/ 3G must be provided from your telecom service.
Mobile device that supports GPRS/ 3G protocol and Java cldc1.0/midp 2.0 environment.

(With the Apple IPhone please open the following link with Safari:
http://IhreDVRAdresse.dyndns.org/Mobile.html )

9.1.1 Mobile Application Installation
Please follow the steps shown below to perform the mobile device surveillance function.

Step 1: You need to install the mobile application called “DVRH264.jar” into your mobile
device. The application can be downloaded from the CD that packed with DVR through
Bluetooth or USB cable.

Step 2: Install the application software “DVRH264.jar” in your mobile device. It might be
installed automatically after downloading; otherwise, select it from the downloading file
for installation.

il ETTY
DvrSuite okf2000_jad |
DvrSuite okf2000_jar |
DvrSuite, jad |
DVRHZ64. jar

emulator.exe

icor.dll

|
|
jblend.exe |
TkHSacket.dll |
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http://ihredvradresse.dyndns.org/Mobile.html�

9.1.2 Mobile Application Operation

After the installation, enter Program Files menu in your mobile device to run a file called
“H264 MIDlet”.

Select “Menu” at the right lower corner of your mobile screen, 4 commands, Login Add
Modify and Delete, will show up.

9.1.2.1 Add New Login DVR

To log into the DVR, you need to enter the logging-in DVR information. Find “Add” under
the “Menu” then enter logging-in DVR’s IP address, Port humber, account name and
password. Press “Add” to save this information after entering.

ﬁlllll
Sizefvailable | 999369
Menu
1
2 A
3 Mlodify
4 Delete
Exit o [T ]

9.1.2.2 Logging onto the DVR
Use the Login command to log onto a DVR and monitor live images. If multiple DVRs

have been added to the mobile application, they will be listed by name, you can select
one to log onto.

A confirmation message might show up for a network charge before connection. The
fee rate will depend on the telecom company and package fee that you go with.

Network connectivity will take some time. It will be affected by networking environment
and bandwidth flow. Live image will show up after a successful connection.

ﬁ-llll B ?FHI" EEEr

Jis it 0K to use Airtime ? Conrecting...

CrerSute wants to send and receive

data uzing the netwark. This will use

zirtime and may result in charges.

= it OK to use airtime? :‘>

Mo Yes Cancel Meru
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PS. Live images can not be displayed in your mobile when the recoding is set to off on local DVR.

9.1.2.3 Modify the Login Information of the DVR

You can use “Modify” command to change the login information of the DVR. The
dialogue is identical to that of “Add” command.

Funi ) ol AEC B
isti |Edit Data
1P:
Sizepvailable : 999369 |225.242.1 31 _1121
: MEDY PORT:
1 Login a0
2 Add
4 Delete admin
PASSWORD:
ittt
JE:it et Eiack + 6]

9.1.2.4 Delete the Login Information of the DVR

“Delete” command can be used to remove the DVR information when it is no longer
useful. Select the DVR on the name list, then choose “Delete”.

[Fani AEL )
IE:r.isting Record
1:ademin
Sized, Menu

1 Login

2 Add

3 Modify

s
|Exit =T

9.1.3 Live Monitoring Operation

This paragraph describes some operation under the LIVE monitoring mode in your
mobile device.
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9.1.3.1 Scroll the Image

You can use the keypad on your mobile device to scroll the image when it is oversized.

Key Action
2 Scroll Up
4 Scroll Left
6 Scroll Right
8 Scroll Down

9.1.3.2 Image Quality Setup

Select “Quality” under the “Menu”. There will be 5 levels for you to choose: Low, Normal,

Middle, High and Highest.

Famnil

Euality

Cancel

BN

Gty

Suality
Hormal

Middle

Hight

9.1.3.3 Channel Display
Select “Single” under the “Menu”, all channels will be listed for you to choose from.

Single Ch.

By

Merg

Single ché
Single ch?¥
Single chi
Single chi3
Simgle chi0

p Cancel

Euality

PS. Live images can not be displayed in your mobile when the recoding is set to off in local DVR.
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9.1.3.4 Size of Image

kR

Menu

Fit Screen Single

Multi

p Cancel
1 g1

Cancel hemL

The screen size of different mobile device can be different. You can select “Size” under
the “Menu” to choose from “Original” or “Fit Screen” to resize the display image.

Item Description

Original The image will be shown in original size.

Fit Screen The image will be shown to fit the screen.

9.1.3.5 Rotate the image

Menu

Morrmal Gluality
Rotate Single
Multi

Size

Rotate

b Camcel

Live image can be displayed by normal image or rotate to 90 degrees. Select “Rotate”
under the “Menu” for this operation.
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9.1.3.6 Alarm

Famil ]

Marm Menu

flarm QN Single
Multi
Size

Rotate

Blarm

Cancel Menu

This application will not only allow user to remotely monitor through mobile device but
receive the alarm that has been triggered by events such as Motion Detected, Sensor
Triggered and Vloss.

Select the “Alarm” under the “Menu” to switch this function on or off.

ltem Description

El Motion detected
E Sensor triggered
H Video loss
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9.2 Mobile Application Installation and Operation for Windows
Mobile System

There are two kinds of applications for Window Mobile OS: JPEG compression and
H.264 compression. The one for H.264 compression can transfer both audio and video
signal to your mobile device.

System Requirement:

Mobile device OS : Windows mobile system 5.0 and above.

Mobile device need to support internet: GPRS / 3G / Wifi... etc.

9.2.1 Mobile Application Installation

Please follow the steps shown below to perform the
mobile device surveillance function on your mobile
device (mobile phone, PDA ...etc).

! My Documents «
[C1Business

Jrviewer : 071408 7.5

Step 1: The mobile application called “ Jrviewer.CAB” ErPersonal
and “H264Pocket.CAB” need to be installed in your (i Templates
mobile device. The application can be downloaded
directly from the manufacturer’'s website to your
mobile or; alternatively, it can be transferred to your
mobile device from the CD that is packed with DVR
through Bluetooth or USB cable or via Internet
http://www.lupus-electronics.de/file/800/.

2/13/08 653K

Step 2: Install the application software
“Jrviewer.CAB” and “H264Pocket.CAB” in your
mobile device, two folders named "Jrviewer” and
“H264Pocket” will be created. It might be installed
automatically after downloading; otherwise, select it from the downloading file for
installation.

/ & | start P o g 611 - /4 | start T o 45206 ok
Choose a location to install "Default PocketDVR.CAB was successfully
Cormpary Marme DyRViewerCab" installed on your device.

@ Device| If you need more storage space, you
O WStarage Card can remove installed prograrms.,

Space Meeded: 177 KB
Space Avalable: 29786 KB
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9.2.2 Mobile Application Operation

After the installation, enter the Program Files menu in your mobile device to run files
named “Jrviewer” and “H264Pocket”.

This application allows you to remotely logon and monitor the DVR. Press “OK” to bring
up the operation menu; see chart the below for further information.

Item Function Description
Add Add login DVR Enter DVR’s name, IP address, Port, Account user, Password
then press “OK”
-Choose the DVR that you'd like to logon , then press “OK”
- PS. Live image can not be displayed in your mobile when
the recoding is off.

Login Logon DVR ‘PS. Network connectivity will be affected by networking
environment and bandwidth flow. The fee rate will
depend on the telecom company and package fee you
go with.

Modify Modify Login DVR Choose DVR, press “Modify”, and press”’OK” to save change.

Delete Delete Login DVR Choose DVR and press”Delete” to delete the DVR info.

The operation of Jrviewer| The operation of H264Pocket|

/¢ | Pocket DYR & {2 236 ok

I 61.216.136.37
Part: a0
Lser: admin

Address:
Part:

dema.i-chr.net
Login
Add...
Maodify...
Delete

User:

Delete
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9.2.3 Operation under the LIVE monitoring

After successful logon to the DVR, press “View” to bring up operation menu. You can
choose the channel, resize the image, choose the quality, and turn On/ Off the status
bar, alarm, full screen display....etc

9.2.3.1 jrviewer Operation under the LIVE monitoring

Channel (9~16) *
Quad
Screen

Quality
v Status Bar
v Alarm

Item Function Description
cmga Display for CH 1~16 | Choose from CH1~16 to display
Original : image size as original
Screen Size of image Stretch : stretch the size as full screen
Fit: resize the image to fit the screen
. . Change the quality of image. Please note the better quality, the
Quality Quality slower data transfer rate.
Graphical icons indicated below will be shown on the status bar if
there is event such as motion detected, sensor triggered and
video loss to be detected on any channel. You can also uncheck
the “Status Bar” to inactivate this function.
Status Bar Status Bar Icon | Description
H Motion Detect
E Sensor Trigger
H V-Loss
Alarm Alarm Alarm through your mobile device can be triggered if there is
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event to be detected. You can also uncheck the “Alarm” under the
“View” to inactivate this function.

9.2.3.2 Operation under the LIVE monitoring for H264 Pocket

Channel {1~4})

Channel {5~8}

Channel {(9~12)

Channel {(13~16)
v Status Bar

Item Function Description
Channel
1-16 Display for CH 1~16 | Choose from CH1~16 to display. CH1~4 can receive audio signal.
Graphical icons indicated below will be shown on the status bar if
there is event such as motion detected, sensor triggered and
video loss to be detected on any channel. You can also [
uncheck the “Status Bar” to inactivate this function.
Status Bar Status Bar
Icon Description
E Motion Detect
E Sensor Trigger
H V-Loss
Alarm through your mobile device can be triggered if there is
Alarm Alarm event to be detected. You can also O uncheck the “Alarm” under
the “View” to inactivate this function.
M Check this function to choose one channel to display in full
Full Screen Full screen display

screen.
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9.

3 Mobile acces via iPhone, HTC oder Android

Enter your mobile app market place (App Store, Android Market, etc.). Search for the App iWatch DVR

and download it. It’s free!

When installation has been completed, please open the app and klick top right to add a new device to
your DVR list.

Telekomde = 10:12 o 3= In the following window, please add all relevant information:

- Please enter a Name for the new recorder. You can enter any name
you want. This has no relevance for the connection.

- Please enter an IP address (e.g. 123.456.789.0) or hostname (e.g.
yourname.dyndns.org).

- Please enter a Port (default port is set to 80)
User Name - Please enter a username (default is admin

- Please enter a password (default is 123456)
Passwaord

Klick ,Save" to keep your changes. You'll now see your added recorder

on the list. If you tap on it, a connection will be established. If you tap on ,>", you can change your

preferences.

The app opens with a single window that is set to channel one.

Here’s how you control your app:

Swipe left and right to switch to another channel

Pinch your fingers to the middle to switch from one channel to 4-channel splitscreen mode.

When in splitscreen mode, double tap on a channel to switch this channel to fullscreen.

If you have a PTZ camera connected to your DVR and would like to control the camera, please
switch the PTZ camera to full screen. Tap on the screen and tap on the PTZ camera icon. Swipe in
the direction to which you want the camera to pan or tilt. Pinch out to zoom the camera in, pinch in to
zoom the camera out.
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APPENDIX

1. System requirements for Client-Software

iCMS, iFileplayer, IRFtoAVI Converter:

CPU: Intel Pentium 4 or higher.

Operating system: Microsoft Windows Vista, Windows XP, Windows 2003 Server.
RAM: 512MB or higher.

Graphics Card: (See below).

DVR Remote Desktop:

Windows PC:

CPU: Intel Pentium 4 or higher.

Operating system: Microsoft Windows Vista, Windows XP, Windows 2003 Server.
RAM: 512MB or higher.

Graphics Card: (See below).

Apple Mac:

CPU: Intel 2 Duo or higher.

Operating system: MacOS X 10.6 or higher
RAM: 512MB or higher (1GB recommended)
Graphics Card: (See below).

Brand Chipset

3DLabs Wildcat VP
Wildcat Realizm

ATI Radeon R200 (8500-9250)

Radeon R300 (9500-9800, X300-X600)
Radeon R420 (X700-X850)

Radeon R520 (X1300-X1950)

Radeon R600 (HD 2400-HD 2900), Radeon R600 (HD 3xxx)

Radeon R700 (HD 4xxx)
Radeon R8xx

Intel Intel GMA 900, 950, 3000, 3100
Intel GMA X3000
Intel GMA X3100, X3500

Intel GMA 500
Matrox Parhelia series
NVIDIA GeForce 3 series

GeForce 4 Ti/Go series
GeForce FX series

GeForce 6 series, GeForce 7 series, GeForce 8 series, GeForce 9 Series

GeForce 200 Series
Quadro FX 1700
GeForce 300 Series
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GT300 Series

S3 Graphics DeltaChrome
GammaChrome
Chrome S2x series
Chrome 400 Series

Sis Xabre-Series

Mirage 2

Mirage 3. Mirage 3+
Mirage 4

XGl Volari V3 series (except V3XT)
Volari V3XT

Volari V5 series

Volari V8 series

Volari 8300

Volari XP10

NOTE: The listed Graphics Cards are tested and work with the LUPUSTEC — LE800 D1. This does not
mean that other Graphics Cards will not work.

2. Compatible USB-Devices

Adata C801 2G/ 4G/ 8G
Apacer 2G (black)
KINGMAX DataTraveler 4G
KINGSTON DTI 512M (white)
KINGSTON DTI 4G (white)
PNY 4G

Pqi U230 512M (white)

Pqi 8G (white)

PRETEC 4G (silver)
SanDisk U3 1G (red)
Slicon Power 4G

Sony 2G/ 4G

Sony MicroVault4G (black)
Transcend V20 2G
Transcend V10 1G/ 4G
Transcend V30 16G
TOSHIBA 4G (U3)

NOTE: The listed USB-Devices are tested and work with the LUPUSTEC — LE800 D1. This does not
mean that other USB Devices will not work.

76

HSITONA



Chapter 10 Internet Access

Requirements:

Router and Recorder have to be connected correctly

Recorder and camera are already accessible over the internal network
connection

Networkaddress-configuration is made via DHCP (if not, please change

the settings within your router to DHCP)

If you want to connect to see live-images or recordings on your recorder, you first have to allow this

access to your network from outside. This configuration has to be made within the router-system

(DSL).

Open the configuration panel of your router

Often it is the internal ip-adress: e.g. http://192.168.2.1 which has to be

entered in your web-browser.

Go to the menu-point ,network®”.

Goto “Port forwarding” or “NAT”

Establish a new Port Forwarding (TCP/IP, Webserver). To do that, you
have to enter the port (Standard-Port is 80, but you can also use other
free ports like 888) as well as the IP-Adress of your Recorder. The
IP-Adress as well as the port of your Recorder is to be found within the
Network and/or Status Iltems of your recorder menu.

Then, Please go to http://www.no-ip.com and sign up a free account :

Click “create account”
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http://192.168.2.1/�

Z 1P - Dynamic DNS, Static DNS for Your Dynamic IP - Windows Internel Explorer

& riip comm
Datel Besbeten Ansicht  Favorten Exiras

iy Favoriten () No-IP - Dynamic DIVS, Stafic DNS Far Your Dynamic 1P

——

naged DNS

No IS e comple

Easy to use interface Complete control over your domain.

BIEICIEIE

g v Sel

Download |~ Services Support  ~Company

User Login

FREE dynamic DNS update client. + Includes 50 hostsisub domains.

Sign Up!

More Info

. Create a FREE Outsource your
hastname to point ) | , mail service
o your dynamic 1P administration

72 No-IP - The DNS Servit ovider - Windows Internet Exp

@. LR no-ip.com

Datei  Bearbeten Ansicht  Favorten Extras 7

(¢ Favorken || No-IP - The DNS Service Provider

+ Create Your No-IP Account

I you aiready have an account then you can (sign in here

i) About You:

Last

Hame

How did | — Select One — v

a
@D Account Information:
Email

Password
Confirm

Pas L

1 Account Access:

8. You will receive a confirmation email. Please click on the link in the email to confirm your account. You

will then see this screen

* 4 Configure your
# router to work with
e tio-IP.com
j .
Our DONS s includad in man
nardware fouters

We'll help you get started.

stay Connected

] B T omm v Seh
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(= New Account Activation - Windows Internet Explorer

& nodp.com CHEHEEIAR |

Datei Beabefen Anskht Favoriten Extras 7

U Favorten |53 |+ [ () No-Tp - The DNS Service Pro... (% New Rccount Activation - U Seks

Home Download Services Support Company

+ Account Confirmed!

Your account has been confirmed and s now ready for use. Please use the login box above to [0 to your account

Please note: Your No-IP Free host names must be updated every 60 days 1o keep your account active. For an account with no expiration, add more than 5

free names and many other benefits consider Mo Enhanced or to use your own domain consider [o-iF Plus

Limited Time Offer

Sign-up for No-IP Enhanced within the next hour for only 58.95 (Save $4)
+ Save time because your account wont expire - no need to update your account every 60 days to keep
it active
+ Create up to 25 host names
+ Choose from over 50 domain names that are less impacted so you can find the name you want

Just enter coupon code EN934 upon checkout to take advantage of this offer.

9. Please login with your email-address and password.

/= Mew Account Activation - Windows Internet Explorer

[ ne-ip.com ¥ B*

Dstei Bearbeiter Ansicht Favoriten Extras 7

5 Favorken |23+ | (3 No-IP - The DNS Service Pro, . | (5 New Accourt Activation X

SHome ™ Download | Services Support | Company

+ Account Confirmed!
Your account has been confirmed and is now ready for use. Please use the login box above o [0ain to your account

Please nate: Your No-P Free hast na 15t be updated every 50 days to keep your account active: For an account with no expiration, add mare than 5
free names and many ofher benefit: 1anced or to use your own domain consider Ng-IP Plus

Limited Time Offer

Sign-up for No-IP Enhanced within the next hour for only $8.95 (Save 54)
+ Save time because your account won't expire - no need to update your account every 60 days to keep
it active.
+ Create up to 25 host names
+ Choose from over 50 domain names that are less impacted so you can find the name you want.

Just enter coupon code EN934 upon checkout to take advantage of this offer

10. Click ,Add a Host* and choose a name in ,Hostname®. This name will be part of your
Recorder-Webaddress. Then choose a domain name. Your hostname should no like like e.g.
myname.zapto.org
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/= No-IP Members Portal: Your No-IP

indows Internet Explorer

@6- = hitps re-ip.cam ' v | ) vesherks Internet Soltions, LLC[US) | 13| % | X
Dotel Bearbeiton  Anscht Favorten Estras 7

5 Favorken = | (2 No-TP - The DNS Service Pro, . | () No-IP Members Portals o... %

I @ v Seir

B9 NOIP

HostsRedirects DNS Hosting Domain Registration Mail SSL Certificates  Monitoring Backup DNS Renew/Activate

(a]
T Need redundancy o Your No-IP

_ | for your mail server?

Click here for more info

Usernames Now Available

3 No-IP is now allowing usernames as an option for logging into the website and dynamic update dient
7§ 2417 Server Monitoring authentication. Usemames will come in handy when using a third party dynamic update dient that
and Faiiover has username character lmitations.

Click hars for mors info
Username: | [ Create

g Need Help? Note: Make sure the username you create is what you want as they cannot be changed once you
set them. Usernames must be 6-15 characters.

Philip, welcome to your No-iP! Last Login: 2011-11-28 08:21:48 POT from IP 217.82.158.5

Support Ticket

You have successfully logged into No-IP"s member section. Ta start using No-4P's senices select an icon below ar chaose
* Contact Us

an item from the navigation above

cmm @ @ & &8 &

SN FREYn]

Manage Domains

&

- Own a domain name? A\ Your Ho P Alens

Add Domain Refer Friend Add a Host Manage Hosts

nd a Domain Name [com o | I

Use your own domain name with our DNS system. Add ROU 00 NELTIPE MY AONCES BL NS DN
e e R B Check this spot for important information regarding your

account such as expiring services and trouble tickets

11. When your hostname is complete, please go into the network/DDNS-menu of your router and enter
your new hostname, username and password that you got from no-ip.com.
12. Your recorder should now be accessible from outside.
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Chapter 11 Technical Specifications

VIDEO SYSTEM

NTSC/ PAL choosable

INPUTS

4-CHANNEL BNC

LOOP

NO

VIDEO
VIDEO OUTPUT 1-CHANNEL BNC
SPOT OUTPUT 1- CHANNEL BNC
VGA OUTPUT 1- CHANNEL VGA
INPUT 1- CHANNEL RCA
AUDIO
OUTPUT 1- CHANNEL RCA
SENSOR 4 INPUTS/ 1 OUTPUT
TERMINAL
RS-485 INTERFACE PTZ-CONTROL SUPPORTED
MAUS USB MOUSE SUPPORTED
CONTROL
IR CONTROLLER YES
DEVICE SUPPORTS 1x SATAHDD
STORAGE
DVD WRITER NEIN
DISPLAY QUAD- AND FULLSCREEN
DISPLAY ZOOM 2X
OSsD GRAPHICAL OSD
COMPRESSION H.264
RESOLUTIONS 720x480, 720x240, 360x240 (NTSC)
AVAILABLE 720x576, 720x288, 360x288 (PAL)
FRAME NTSC 120, 120, 120FPS
RATE PAL 100, 100, 100FPS
QUALITY HIGHEST/ HIGH/NORMAL/LOW/LOWEST
RECORDING | RECORDING MANUAL, TIMER, EVENT (MOTION DETECTION, SENSOR,
OPTIONS VIDEO LOSS)
MOTION DETECTION ADJUSTABLE
MOTION DETECT
SENSITIVITY: 5 LEVELS
PRE-ALARM 16 MB
POST-ALARM 16 MB
WASSERZEICHEN NO
SUCH-MODI TIME; EVENT
NORMAL, REW&FF[2x/4x/8x/16x/32x/64x], FROM FRAME TO
PLAYBACK | GESCHWINDIGKEIT

FRAME, PAUSE

INTERN

HDD
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EXTERN NO

COMPRESSION H.264
NETZWERK INTERFACE Explorer, Remote Program, iCMS
PROTOKOLS TCP/ IP, SMTP, HTTP, DHCP, DDNS, PPPoE
INTERNAL NO
EXTERNAL USB 2.0 (1 Port am Front Panel) : USB Flash Driver
BACKUP
NETWORK YES
BACKUP FILE H.264 KOMPRESSION
MONITORING SOFTWARE GUARD
RECOVERY AUTO RECOVERY
FIRMWARE
2 x USB 2.0 Port (1 x FRONT, 1 x BACKSIDE)
UPGRADE
English/ Traditional Chinese/ Simplified Chines/ Italian/ Japanese/ Portuguese/ Spanish/
MULTI-LANGUAGE ) _ _ ) _
Hungarian/ Greek/ Persian/ Arabic/ Hebrew/ German/ French/ Russian/ Korean/ Polish
DIMENSIONS 188mm (B) x 54mm (H) x209mm (L)
POWER DC 12V
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LUPUS-Electronics® GmbH
Lise-Meitner-Str.20, D-76829 Landau
Tel. +49 (0) 6341 93 55 3 0 Fax. +49 (0) 6341 93 55 3 20
E-Mail: info@Lupus-Electronics.de
www.Lupus-Electronics.de
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